Notice No.10 


Rules and Regulations for the 
Classification of Ships, 
July 2022 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior Notices. Any 
corrigenda included in the Notice are effective immediately. 


Please note that corrigenda amends to paragraphs, Tables and Figures are not shown in their entirety. 


Issue date: June 2023 


Amendments to Adoption Date Applicable Date 

Part 1, Chapter 2, Section 2 1 July 2023 1 January 2024 

Part 4, Chapter 2, Section 1 1 July 2023 1 January 2024 
| Part 4, Chapter 2, Section 3 1 July 2023 1 January 2024 | 
| Part 4, Chapter 2, Section 12 (NEW) 1 July 2023 1 January 2024 | 


Part 1, Chapter 2 
Classification Regulations 


a Section 2 
Character of classification and class notations 


2.8 Descriptive notes 


2.8.14 VC-L This descriptive note (Vessel Connectivity) will be assigned when the ship has been provided with an onboard 
connectivity and vessel-to-shore communication system to enable audio/visual livestreaming capabilities in the ship’s core locations, 
verified and tested in accordance with the Guidance Notes for Vessel Connectivity. For new constructions, and where the shipyard 
is responsible for installing the permanent Wireless Network System, including the interface with the Vessel-Shore Connectivity 
System, but where other items are not yet available, such as a contract with an internet service provider or documentation, a 
descriptive note READY(VC-L) may be assigned subject to verification and testing in accordance with the Guidance Notes for Vessel 
Connectivity. 


2.8.15 VC-L+ This descriptive note (Vessel Connectivity) will be assigned when the ship has been provided with an onboard 
connectivity and vessel-to-shore communication system to enable audio/visual livestreaming capabilities in the ship’s core and 
additional locations, verified and tested in accordance with the Guidance Notes for Vessel Connectivity. For new constructions, and 
where the shipyard is responsible for installing the permanent Wireless Network System, including the interface with the Vessel- 
Shore Connectivity System, but where other items are not yet available, such as a contract with an internet service provider or 
documentation, a descriptive note READY(VC-L+) may be assigned subject to verification and testing in accordance with the 
Guidance Notes for Vessel Connectivity. 


Part 4, Chapter 2 
Ferries, Roll On-Roll Off Ships and Passenger Ships 


r Section 1 
General 


1.1 Application 


(Part only shown) 

1.1.1. This Chapter applies to seagoing passenger ships and ferries, including those with roll on-roll off capability, as well as 

passenger yachts, sailing passenger ships, roll on-roll off cargo ships, and vehicle carriers and livestock carriers defined as follows: 

(i) | Avehicle carrier, sometimes referred to as a pure car carrier or a pure car/truck carrier, is defined as a ship specially designed 
and constructed for the carriage of large numbers of vehicles, accessed by means of ramps and doors located at the stern 
and/or through the side shell. 

a. A livestock carrier is defined as a ship specially designed and constructed for the carriage of livestock. A livestock carrier can 
be a closed type, where the majority of the animal pens are located within the closed holds and internal decks of the ship, or an 
open type, where the majority of animal pens are installed on open superstructure decks. 


1.1.6 |The scantlings of the primary supporting structure of a vehicle ferry, passenger/vehicle ferry, rel-ern—rel-ef roll on-roll off 
cargo ship, rel-er—reltof roll on-roll off passenger ship, ef vehicle carrier or livestock carrier are to be assessed by direct calculation 
in accordance with the ShipRight Structural Design Assessment Procedure for Ro—Ro ships and the ShipRight-Censtructer 

ShipRight Procedure Construction Monitoring (CM) Procedure. See also Pt 4, Ch 2, 1.3 Class notations 1.3.7 
and Pt 4, Ch 2, 12 Direct calculation. 


1.2 Structural configuration 


1.2.13 For livestock carriers, the arrangement of livestock structures, equipment and means of access are to be as required by the 
Flag Administration. 


1.3 Class notations 


1.3.1 — In general, ships complying with the requirements of this Chapter will be eligible to be classed: 


‘100A1 passenger ship’, or 

‘100A1 passenger ferry’, or 

*100A1 roll on-roll off passenger ship’, or 
*100A1 roll on-roll off passenger ferry’, or 
‘100A1 passengerivehicle ferry’, or 


‘100A1 passenger yacht’, or 

‘100A1 sailing passenger ship’, or 
*100A1 roll on-roll off cargo ship’, or 
‘100A1 vehicle carrier’-, or 

*100A1 livestock carrier’. 


a Section 3 
Deck structure 


3.1 Loading 


3.1.8 For livestock carriers, see Pt 4, Ch 2, 12 Carriage of livestock. 


Existing Section 12 has been renumbered Section 13. 


7 Section 12 
Carriage of livestock 


12.1 General 


12.1.1 Where it is proposed to carry livestock, the arrangements and scantlings are to be in accordance with the requirements of 
this Section. 


12.1.2 Attention is drawn to the requirements and guidance of National and other Authorities concerning the carriage of livestock, 


as well as the requirements of other external bodies such as DEFRA and the Operators. These include the Australian Maritime Safety 
Authority Marine Order 43 (Cargo and cargo handling — livestock). 


12.1.3 Livestock is generally considered to exclude poultry; however, this is subject to the requirements of the Flag Administration. 
12.1.4 Livestock on board a ship can be contained in: 

e Pens or stalls; 

e Portable equipment; 


e A transport unit such as a trailer or lorry. 


12.1.5 Livestock is not to be carried in such a way that will obstruct access to accommodation spaces or working areas necessary 
for the safe operation of the ship. 


12.1.6 Plans are to be submitted detailing the footprints of any fixed pens or stalls, design loads, the arrangement of fresh water 
and fodder, access arrangements and drainage. 


12.2  Scantlings 


12.2.1 Decks and supporting structure are to be designed on the basis of the maximum loading to which they may be subjected in 
service. Such loads are to be specified by the designer and are to be not less than those given in Pt 3, Ch 3, 5 Design loading, Table 
3.5.1 Design heads and permissible cargo loadings for general cargo. 


12.2.2 Where it is proposed to carry wheeled transport units, the requirements of Pf 3, Ch 9, 3 Decks loaded by wheeled vehicles 
are to be complied with. 


12.2.3. The requirements of Pt 4, Ch 2, 9 Subdivision structure on vehicle deck are to be complied with, as appropriate. 


12.2.4 The requirements of Pt 4, Ch 2, 8 Bow doors and inner doors and Pt 3, Ch 11, 8 Side and stern doors and other shell 
openings are to be complied with, as appropriate. Where doors also serve as livestock ramps, the scantlings are to be not less than 
would be required by Pt 4, Ch 2, 12.2 Scantlings 12.2.1. The arrangement of ramps with respect to livestock operations (e.g. angle 
of inclination, provision of battens, width etc.) is excluded from the scope of classification. 


12.2.5 The scantlings of pens, stalls and portable equipment are excluded from the scope of classification. 
12.3 Means of access 


12.3.1 Means of access are to be in accordance with the requirements of the Flag Administration. For openings in the main deck 
the requirements of Pt 4, Ch 2, 10.2 Openings in main vehicle deck are to be complied with. 


12.4 Drainage of livestock effluent 


12.4.1 Drainage of livestock effluent is to be in accordance with the requirements of the Flag Administration in addition to the 
requirements of this sub-Section. See also Pt 3, Ch 12, 4 Scuppers and discharges. 


12.4.2 Ameans of draining fluids from a pen where livestock is carried is to be provided. 


12.4.3 The drainage system for livestock effluent is to be segregated from the livestock fresh water system. 


12.4.4 Drains are to be fitted at each corner of a pen or group of pens in accordance with Table 2.12.1 Number and disposition of 
drains. 


12.4.5 For ships carrying large livestock such as cattle and where the drainage system includes pipes to the deck below, the pipes 
are to have a minimum internal diameter of 300 mm and the discharge is to be located at least 250 mm above the deck or the well 
below. 

Table 2.12.1 Number and disposition of drains 


Location Number and disposition of drains 


Beam < 20 m 


Longitudinally No more than 20 metres apart 


Beam > 20 m 


Transversely At least three drains, see Note 
Longitudinally No more than 20 metres apart 


Note. An additional drain is to be fitted for every 5 metres of 
beam exceeding 20 metres, e.g. if B = 25 metres, four drains 
are to be fitted. 


12.4.6 For drainage from the main deck, the requirements of Pt 4, Ch 2, 10.2 Openings in main vehicle deck are to be complied 
with. 


12.4.7. Where asewage system is fitted, the shipside valves on the discharge pipe from the effluent tank(s) and the by-pass system 
are to comply with Pt 3, Ch 12, 4.2 Closing appliances. 


12.5 Ventilators 


12.5.1 The heights of ventilator coamings for ventilators serving livestock spaces are to be in accordance with the requirements of 
Table 2.12.2 Height of ventilator coamings. See also Regulation 19 of the Load Lines, 1966/1988 - International Convention on Load 
Lines, 1966, as Amended by the Protocol of 1988 for ventilators left open in all weather conditions. 


Table 2.12.2 Height of ventilator coamings 


Location Height above deck, in m 
Position 1 45 
Position 2 2,3 


See Pt 3, Ch 1, 6.6 Position 1 and Position 2 


12.6 Direct calculation 


12.6.1 The ‘Structural Design Assessment’ (SDA) and ‘Construction Monitoring’ (CM) procedures detailed in the ShipRight 
Procedures Manual, published by LR, are mandatory for ships which are designed for the carriage of livestock, see ShipRight 
Structural Design Assessment Procedure for Ro—Ro Ships and Livestock Carriers. 
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